
 

  

 

 

 

 

 

 

 

Short Manual Base3/Base9 

1. Open the charger and align it optimal 
to the sun. 

2. Afterwards the charger can be 
connected via USB to the device. 

Attention: In reversed order a fault could 
be signaled at the terminal device! 

 

For carrying just fold up the charger. It is 
fixed by integrated adhesive dots.  
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Manual Solar Charger 
Base3/Base9 
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Please read the instruction manual carefully 
before using this product for the first time. 
The Base3 / Base9 are foldable solar direct 
chargers in wallet size. In full sunshine they 
generate a charging current of 500mA / 
1500mA @ 5V at the USB-Port. This 
corresponds with the charging current of a 
typical smartphone adapter. By using the 4 
integrated lugs the chargers can be fixed for 
solar charging on a backpack or similar. 
 
Safety Instructions / Liability: 
• With sharp or pointed objects the solar 

cells can be damaged. 

• Do not use the device in case liquids have 
been spilled. If liquids have penetrated 
the device it is urgently necessary to 
immediately disconnect the device, pour 
out the liquid from the USB socket and 
dry it.   

• Any unqualified modification or use of 
the device other than described above is 
not allowed and may cause damage. The 
warranty will expire in case of unqualified 
usage or of ignoring this manual. We do 
not assume any liability for damages 
arising thereof. 

The Delivery Contents: 

The Base3/Base9 are delivered with the 
following basic equipment: 

• Basic device Base3 / Base9   

• Manual 

The chargers are equipped with a fabric bag 
for your power bank or smartphone on the 
back.  
 

Activation, Use und Functions    

The Base3/Base9 do not contain an internal 
battery and are thus immediately ready for 
use after unwrapping. Principally, all devices 
with a USB-A Interface are suitable as end 
devices. With the solar generated power of 
max 500 / 1500mA smartphones and other 
USB-devices can be charged directly. For 
charging simply unfold the Base3/Base9, put 
it into the light source and adjust it to the 
sunlight. Then, connect the end device 
through USB cable to the solar charger.  

Ideally charging happens in direct sunshine 
outside. This way the most efficient charging 
is guaranteed. Some devices, such as the 
iPhones, accept only currents above a 
minimum current of 400mA. Thus the Base3 
will work with the iPhone only at full 
sunshine and optimal adjustment.  

Attention: In case of less sunshine, the 
mentioned minimum current is not reached 
and no charging will take place. In that case, 
the USB cable has to be unplugged and 
plugged in again when a sufficient amount 
of sunshine reoccurs. (Tip: Use the 
PowerBoosterCable, see below) 

To fasten to a backpack or similar product 
the 4 lugs on the outer surface can be used. 

Combinations 

An ideal complement is our PowerBooster-
Cable which provides high charging currents 
to your device even from small solar 
currents. The chart on the next page shows 
typical charging times for exemplified 
combinations in full sunshine.  The Base3 
provides max. 500mA, therefore the 
indicated charging durations increase.  

 

 

Device Charging 
Current  

Charging 
Duration / 
Comments 

Smartphone  1000 - 
1500mA 

2 - 3h with 1500-
2000mAh battery 

Energy5000 1000mA 4 - 5h 

 

Storage and Maintenance 

The Base3/Base9 should not be kept for a 
longer time in hot (above 50°C) or dusty 
locations. Through its robust, weather 
resistant, hygienic materials and since it 
contains no battery the charger can be used 
for years even outdoors and in salt water 
areas without performance loss. 

Under normal conditions there is no 
additional maintenance required. The 
surfaces should only be cleaned with a soft 
towel and warm water or a soft detergent 
once in a while. 

 

Technical Data: 

Rated power solar panel: 

3.3/9.9W (peak) with full sun and 25°C 
temp. 

of the solar panels  

USB output current/voltage: 500mA/ 
1500mA @ 5V, open circuit 5.1V (stabilized) 

Temperature: -20 … +50°C 

Maximum relative humidity: 90% / IP54 

Measurements (closed): 145 x 155 x 30mm /  

115 x 155 x 20mm 

Weight: 140g / 280g 

Compliance/Standards: CE, RoHS, EN61006-4 

 

 

 

 

 

Disposal of Waste:  

Electronic devices, primary and secondary 
batteries must not be treated as household 
waste. You can return used products 
optionally at municipal collection, trading 
spots or directly at our address 
(see below) - everywhere free of 
charge. Please pay attention to 
EU regulation 2002/96/EC.  

Disposal of all packaging material 
should be done according to 
environmental standards. 

Warranty: 

We provide a warranty of 24 months from 
the delivery date. lt is limited to all faults of 
production and material except the ones 
mentioned below. There is no right of 
complaint if there is only an insignificant 
interference from the agreed quality, a 
minor restriction of usability or natural 
deterioration. Damage due to wrong or 
incompetent treatment, extreme usage or 
damage based on unusual external effects 
that have not been considered in the 
agreement also don’t lead to the right of 
complaint. In case you or a third person 
might do improper repair work or 
modifications, there is also no right of 
complaint concerning the consequences of 
these modifications. The modification or 
removal of the device's components is also 
considered as inadequate usage.  
Please contact us in case of a complaint 
before returning an item. 
 

SEG Sonnenrepublik Energie GmbH 

Kaiserdamm 14, 14057 Berlin 
www.sonnenrepublik.de 
 

 

http://www.sonnenrepublik.de/

